What is claimed is: 

1 1 . An interface device for interfacing instruments to a simulation system to 

2 enable a user to interact with the simulation system to perform a medical procedure on a 

3 simulated anatomy of a victual patient, said interface device comprising: 

4 a peripheral in the form of a mock medical instrument capable of selective 

5 manipulation by the user; \ 

6 an orifice for receiving said instrument; 

7 a guide tube for directing said instrument from said orifice into said interface device; 

8 a capture mechanism for^epgaging said instrument to enable said interface device to 

9 measure manipulation of and provide force feedback to said instrument; and 

1 0 a sensing assembly to measure, manipulation of and provide force feedback to said 

Ql 1 instrument, wherein said sensing assembly includes: 

ml 2 motion detection means tooneasure manipulation of said captured instrument 

rjl 3 and provide signals indicating spd^eastffled manipulation to said simulation system 

^□14 to simulate said medical proc^oure; and / 

iOl 5 force application means to appl^ force feedback to said captured instrument in 

JLl6 response to control signals fro$i said singulation system. 

SJ 1 2. The device of claim 1 wherein said i^sfrument includes an endoscope. 

1 3. The device of claim 1 wherein said instrument includes a nested instrument 

2 assembly, and said interface device further includes: \ 

3 a plurality of capture mechanisms each engaging a corresponding instrument 

4 of said instrument assembly to enable said interface device to measure manipulation 

5 of and provide force feedback to that instrument; and\ 

6 a plurality of sensing assemblies each measuring^manipulation of and 

7 providing force feedback to said corresponding instrument. 

\ 

1 4. The device of claim 1 wherein said interface device further includes a pivoting 

2 mechanism to pivot said orifice. \ 
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1 5. ^^kiterface device for interfacing instruments to a simulation system to 

2 enable a user to interact with the simulation system to perform a medical procedure on a 

3 simulated anatomy of a virtual patient, said interface device comprising: 

4 a plurality of peripherals in the form of mock medical instruments capable of selective 

5 manipulation by the user* 

6 a plurality of orifices for receiving said instruments; 

7 a plurality of guide ti^bes for directing said instruments from said orifices into said 

8 interface device; 

9 a plurality of capture mechanisms for engaging said instruments to enable said 

10 interface device to measure manipulation of and provide force feedback to said instruments; 

11 and \ 

12 a plurality of sensing assemblies to measure manipulation of and provide force 
Ql3 feedback to said instruments, wherein ^ach said sensing assembly includes: 

fyl4 motion detection means tof measure manipulation of a corresponding captured 

?j{l 5 instrument and provide signals /inaicptiflR^aid measured manipulation to said 

*Srl6 simulation system to simulattfsaid medical procedure; and 

J31 7 force application me^is to apply force feedback to said corresponding 

gl 8 captured instrument in response to control signals from said simulation system. 

%f 1 6. The device of claim 5 wherein at least one of said instruments includes a nested 

2 instrument assembly. \^ 

\ 

1 7. In an interface device for interfacing instalments to a simulation system to 

2 enable a user to interact with the simulation system to pe^orm a medical procedure, a capture 

3 mechanism for engaging an instrument inserted within the interface device to enable the 

4 interface device to measure manipulation of and provide forc^ feedback to that instrument, 

5 said capture mechanism comprising: \ 

6 a grasping member for engaging said instrument to enabletsaid interface device to 

7 measure manipulation of and provide force feedback to said instrument; and 
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8 an actuator for activating said grasping member to engage said\instrument in response 

9 to user manipulation of said instrument. x 
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1 8. \ A method for interfacing instruments to a simulation system, via an interface 

2 device, to enable a user to interact with the simulation system to perform a medical procedure 

3 on a simulated Vnatomy of a virtual patient, said method comprising the steps of: 

4 (a) inserting a peripheral in the form of a mock medical instrument into said interface 

5 device via an orifiqe and guide tube, and selectively manipulating said instrument within said 

6 interface device; \ 

7 (b) engaging said instrument, via a capture mechanism, to enable said interface 

8 device to measure manipulation of and provide force feedback to said instrument; 

9 (c) measuring manipulation of said captured instrument and providing signals 

10 indicating said measured manipulation to said simulation system to simulate said medical 

1 1 procedure; and \ 

12 (d) applying force feedback to said captured instrument in response to control signals 

13 from said simulation system. \ 

1 9. The method of claim 8 wiiertein said instrument includes an endoscope. 

1 1 0. The method of claim »wEereln said instrument includes a nested instrument 

2 assembly, and step (b) further includes: \\ 

3 (b-1) engaging each instrument of said instrument assembly to enable said 

4 interface device to measure manipulation of and provide force feedback to that 

5 instrument; \ 

6 step (c) further includes: \ 

7 (c. 1) measuring manipulation of said each instrument and providing signals 

8 indicating said measured manipulation to said simulation system; and 

9 step (d) further includes: \ 

10 (d.l) applying force feedback to said each insmiment in response to control 

1 1 signals from said simulation system. \ 

1 11. The method of claim 8 wherein step (a) further includes: 

2 (a.l) pivoting said orifice to a desired orientation. \\ 



